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Higashi Ikebukuro
Stormwater Regulating Reservoir



Outline of Higashi Ikebukuro 
Stormwater, Regulating Reservoir

Purpose of construction
To reduce the inundation of Higashi Ikebukuro 4 -5 chome and the 

surroundings

Outline of the facility
Construction period

Total construction cost

Storage capacity

Length 52.0m Width 52.0m Depth 5 ~ 6.25m

Function of the Refulating reservoir
When the water level in the sewer sharply rises due to heavy rain, 
a part of the water overflows the weir installed in the sewer to flow into 
the regulating reservoir, where it is stored to reduce the inundation.
The stored stormwater is discharged back to the sewer in fine weather 
using a drain pipe.

November 1990 ~ March 1994

Approx. 1.9 billion yen

14,000m3



Ground plan of 
Stormwater Regulating Reservoir
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Sectional Plan of Stormwater 
Regulating Reservoir

Inspection passage
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Lead-in switch panel

Regulating Reservoir

Pump pit
Screen

Sewer Pipe

Regulating Reservoir
Used for storing the stormwater 

temporarily.

Screen
Used for eliminating the large -size solid 

wastes contained in the stormwater.

Drain pump
Used for discharging the stormwater 

stored in the regulating reservoir back 

to the sewer in fine weather.


